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LI APPLICATIOT{
Descriotion

Indusrry
\Iachines
Environment

AVAITABLE MODEu; & SPECIFICATIONS

Compact and very good visibility of the line. Especially whete an assembly
low above the table is necessary.

Textiles, Ifood, Stone, Machine construction, etc.
Sawing operations for Stone, S7ood, etc.
in illuminated areas or rooms, without direct sunlight.

I{eference

u-n/s
Lr-R/12
Lr-P./17
Lr-R/30
LI-G/25 ( iirt'r'u )
LI-G/40 ( qrct rt  )

\{'ave-lcngth

635 nm
635 nm
635 nm
650 nm
532nm
532nm

BZ4O -R BZ4O-P*
230 VAC net cable

l,inc distancc

7  - 3 m

3 - 5 m
4 - 6 m
5 - 9 m
5 - 9 m
6 - 7 2 m

Porver

5ms7
12 mW
17 mW
30mW
25 mW
40 mS7

ACCESSORTES

TECHNICAT DATA

IJolclcrs:
Power sr-rpplv:

BZ4O RB

Dimension. . . . . . . . . . . . . . .Dm. 40 *  110 mm LI-R
Dm.40 * 210 mm LI-G

Lifetime......... ................. + / - 30,000 Hours
Wavelength... ..................532 / 635 / 650 nm
Power..............................5 - 40 m!7
\Teight .............................0,3 kg
Input ...............................12 - 24VDC/ 24 - 48VAC
Isolation CIass................IP 64
LaserClass......................1M / 2 / 2M
Work temperature. ...... - 15 - + 40o C
Stock temperature........- 40 - + 600 C
Äir moisture...................0 - 85 oh

Power Consumption:.... 2.5 !7
'Wartenty...... 

...24months.
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IG-Lasertechnik
Industriestraße 7
D- 53909 Zülpich
Tel. +49(0\2252-8360190
Fax. +49(0\225L8360791
DE 195 533l4l
info@igl.com.de
www.igl.com.de
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