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Description

Industq'
X{achines
Flnvironment

AVAIIÄBLE MODEUT & SPECIHCANOilS

Reference

LT670/r/SR
LT6s0/1/SR
LT63sl1/SR

ACCESSORTES

Compact, solid laser suited to both short and rnediurn to long distance
applications. When used rpith the BZ holdet, you get a three-dimensional
tool with many possible uses.
Textiles, $üood, Machine Construction, etc.
Sewing rnachines, S7ood saws, Metal saws, etc.
in illuminated areas or roorns, without ditect sunlight.

Wave-length Power

6 7 0 n m  < 1 m W
650nm <1m\7
6 3 5 n m  < 1 m W

l,ine distance

0.3 - 0.8 m
0.3 - 1.0 m
0.3 -  1.5 m

ijolders: BK
Power supply: 230 VAC net cable

Opnc: Point-optic

BM
for 2 Lasers LDSE l0/2
Rail Transformer

BZ
for 5 Lasers LDSE 10/5
Rail Transformet

TECHI{ICAI DATA

Lifetime. ........ ....,............ + / - 30,000 Hours
Wavelength.....................635 - 670 om
Power ..............................1 mnü
\7eight .............................0.05 kg
Input ...............................4 - 6 V/DC
Or 12 - 30Y /DC
Isolation Class................IP 64
Laset Class.... ..................2 / 2M
lfork temperature........- 15 - + 600 C
Stock tempetature........- 40 - + 80" C
Air moistue..................0 - 85 %
Powet Consumption.... 0.3 W
\7arranty. . . . . .  . . . . . . . . . . .24 months
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SR APPTICATION
Descdption

Industry
Nlachines
Environment

AVAITABLE MODEIS & SPECIFICATIOI{S

Reference

LT670ls/SR
LT6so/5/SR
LT63sl5/SR
LT635l10/SR
LT635l15lSR

ACCESSORTES

TECHTIICAT DATA

Compact, solid laset suited to both short and medium to long distance
applications. When used with the BZ holder, you get a three-dirnensional
tool with many possible uses.
Textiles, Wood, Machine Construction, etc.
Sewing machines, !üood saws, Metal saws, etc.
in illuminated ateas or rooms, without dircct sunlight.

Wave-length

670 nm
650 nm
635 nm
635 nm
635 nm

Porver

5 mI7
5 mlü7
5mW
10 mW
15 mW

[,ine distance

0 . 3 - 1 m
0.3 -  1.5 m
0.3  -  2m
1 - 3 m
2 -  5 m

BM BZ
for 2 Lasers LDSE 10/2 for 5 Lasers LDSE 10/5
Rail Transformer Rail Ttansformer
PLopt ic5-85o
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Holders: BK
Power supply: 230 VAC net cable

Optic Point-optic

Lifetime. ......................... + / - 30,000 Hours
!7avelength.....................635 - 670 nm
Power ............ ..................5 / l0l 1 5 m$7
Weight.............................0.05 kg
Input ...............................4 - 6 V /DC
Or 72 - 30 V/DC
Isolation CIass................IP 64
Laset Class......................2 / 2M
Work tempetature........- 15 - + 600 C
Stock tempetature........- 40 - + 80o C
Äir moistu:re..................0 - 85 %
Powet Consuruption....0.3 W
Warranty. . . . . .  . . . . . . . . . . .24months


